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Uključivanje/isključivanje WLAN-a svi uređaji 


SE515 


Pristupiti routeru sa 192.168.1. unijeti lozinku, ako lozinka nije mjenjana samo Login kliknemo. 


Gigaset SE515 dsi 


Odabrati opciju Advanced Setup. 


Seleci your language 


lEngtss | 


ISA Security Setup 
Intemet Status 7 
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U izborniku sa lijeve strane odabrati Wireless. 


Sa desne strane pored opcije Wireless odabrati ON ili OFF te u donjem desnom uglu kliknuti na Apply. 
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Pristupiti routeru sa 192.168.1.1 (192.168.2.1 bez IPTV podrške), unijeti lozinku, ako lozinka nije mjenjana najčešće je 0000 ili bez lozinke samo 
OK kliknemo. 


SE599 


Gigaset SE555 WLAN dsl 


Odabrati Advanced Setup. 


Gigaset SE555 WLAN dsl 


ži sl 


Iz izbornika sa lijeve strane odabrati Wireless Network. 
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Gigaset SE555 WLAN dsl i. 


| dase šno meni ma 
——-———— 


Sa desne strane će nam se pojaviti ON i OFF. Odabrati željenu opciju. ON za paljenje WLAN-a ili OFF za gašenje. 


Gigaset SE555 WLAN dsl 


"- Satag Vrana hi Zeta 
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D-LINK 684T 


Ulogirati se na D-link sa 192.168.1.1. Pod korisničko ime i lozinku unjeti admin i 0000 ili admin i admin. 


EJ No page to display “ Microsoft Internet Explorer 


Fee Edt Vjew o Favorites Took Heb 


GO BNBO Pre Vrem Gran O H-B BL 
zore 
DOSlE + | Seardh + g Poboded "Che + “% Autolink + 


MII Koi 


Please enter your user name and password on DSL-G684T 


i nama 
Password: s... 


L_%_ ](_cna ] 
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Odabrati stavke kako je prikazano na slici (crvene strelice). 


DSL-G684T 


Advanced Tools Status licip 


Setup Wizard 


The DSL -G584T is an ADSL Router ideal for home netvoming and small business 
networking. The setup wizard will guide you to configure the DSL-G584T 10 connect to your ISP 
Service Prodder). The DSL-G684T's &a5y setup will aličw you to have intemet 300655 
within minutes. Piease fožow ine setup wizard step by step to configure the DSL-G684T 
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Aktivirati WLAN stavljanjem kvačice ili deaktivirati micanjem kvačice na opciju Enable AP. Potom kliknuti na gumb Apply. 


Advanced 


: 7 Wireless Settings 
Wizar 


These are ihe wireless sefings for tihe AP(Access Poin Porton 


Prme_| =— 


$$i0 [GUNK_WRELESS 
WAN 
Channel [6 -] 
LAN Security € None € WEP € OWPA 


Please save snd reboot ihe device 10 take effect! 


KERS: 


DynamicDNS 
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Za spremanje postavki odabrati Tools (1), zatim kliknuti System (2) i odabrati Save and Reboot (3). 


= 


č* 


_ Home — Advanced Status Help 


System Settings 


The current system settings can be saved as a file dinto ine local hard drive 


Save Settings To Local Hard Drive 1 


Sj 

Load Settings From Local Hard Drive 
=... Browse. | 
loaaj 


Note: The system has to be restarted after the configuration is restored 


Firmware 


Miscellaneous 
Save Settings and Rebogt the System. 


Restore To Factory Default Settings 
Force the DSL-G604T Wireless LAN to restart. 
Restart AP 
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ZyXEL P-660-T3 (63) 


Pristupiti routeru na adresi 192.168.1.1, u lozinku unijeti 0000 i kliknuti Log In. 


U stupcu Advanced Setup odabrati Wireless LAN. 


Wizard Setup ) , TETE 
u MAzarg Serap Password System Status 
htodia Bandwsmn Magne HCP. 
Altvaocei Setup 
— - pr AnriP Tank 
" Muetess LAN 
NAI Dnagoostx 
umic DNS 
[imo.and Date 
Firenca 
fitter 
Remote Managemeni 
UPap 
Logs 
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Aktivirati WLAN stavljanjem kvačice ili deaktivirati WLAN micanjem kvačice sa opcije Enable Wireless LAN te potom kliknemo Apply. 


Wireless LAN- Wireless 
Main Menu sli =-— 
roma 802.11 Mođe Mixed . 
nama E£sso 2yXEL 
Passwotd na 
a Hide ESSID Noi 
* \Wreiezs LAN o 21 li 
sE MVRTSICTS Threshold 4096 (0-2432 (#802 11g+ enable t sbouii oniy be 4096) 
= VFragmentašon Threshotd 4096 (258 + 2432. 1802.11g+ enabi,H shosii oniy be 4096) 
DNS j 
Time and Date = 
Frewat WEP Encypšon Disable + 
- - G4-bt WEP Ester $ charactera or 10 naxadecimal gts 0-97, “4 precećed by Ox fot saćh Key(1-4). 
Costent Fiter 128-bt WEP. Lrter 13 characiers or 28 hexadecimal dizta (00-97, *A.F7) preceded by Čx for each Key(1-4). 
PES RODESERERII 258.24 WEP: Enter 29 characiers cr 58 hexadecimal digts 00-97, *A.F7) preceded by Ox for each Keyf1-4). 
UPP le Ker1 
_: Mods Bondwriiih Mont. | (OKey3 
(IKer4 


Back [Zp] nn 
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ZyXEL P-660-T3 (63) 


Pristupiti routeru na adresi 192.168.1.1, u lozinku unijeti 0000 i kliknuti Log In. 


Odabrati Go to Advanced Setup (1) i zatim kliknuti na Apply (2). 
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Sa lijeve strane odaberete Network (1) i odaberete podopciju Wireless LAN (2). 


> Network WANK Internet Con 


Mars Lannaclinana 


LAN 


Wireless LAN 


IP Address 


(D odtnn an IP Address Automatcaliy 
O Static IP Address 
IP Address 


Aktivirati WLAN postavljanjem kvačice ili deaktivirati WLAN micanjem kvačice sa opcije Active Wireless LAN (1) te potom kliknuti gumb Apply (2). 


Wireless Setup 
WAN [active Wireless LEN je 1 
LAN Network Name(SSID| ZvXEL 
Wireless LAN = LI nHide SSID 
NAT Channel Selection Channei-01 2412 Hz w 
Security 
Firewall 
Content Filter Securty Mode WPA-PSK_ 
Pre-Shared Key KbSefjvAOg 
Static Route ReAuthentication Timer 1800 (In Seconds) 
Bandwidth MGMT Idle Timeout 3690 (In Seconds) 
Dynamic DNS Group Key Update Timer 1800 (In Seconds) 


Remote MGMT 


oku 2 —ae S 


System 
Logs 


Tools 


Diagnostic 
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THOMSON SPEEDTOUCH WL780 


Pristupiti routeru na adresi 192.168.1.1, u korisničko ime unijeti user a u polje password 0000 
Pod Home Network odabrati Wireless. 


HOMSON ST780 


[user] 


SpaedTouch Heme 


Broadband Connection SpeedTouch 
2 information 
Taolbox Priduct Name: ST780 
Seftnare Release: 62175 


Broadband Connection 


Home Netwark 


* ipćrv: Connected 
* imernet: Connected Disconnect 


a vćice: Connected 


Toolbox 
a Game & Application 
Sharina 
* Firemali: Disabled 


s Parental Control 
s Ieizphonv! Enabled 
e Address look: Enabled 


Home Network 


Bh kove 00-11-09-18-a2-0b 


Kliknuti na opciju Configure u gornjem desnom uglu prozora. 


THOMSON ST780 


Luer] Dvervies | Details 


Home > Heme netmork > interfates > WLAx sered Touch 


E . Wireless Access Point - Speed Touch 


4 = Configuratian 
T se inertace Enabledi Yes 


Phrtal Addresa: D4-40:00:EB:?79:E7 


Neto Nama (5510): Spred Tosch 
Brtertace Trpe 692.1 1bvg 
Ace Spted: Sa Mtos 
e Soqurity 
Alom Nem Davcesi New stations are ašomed (sutomaticalir) 


Šecuwši Mode! WPA-PSK 
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Aktivirati WLAN stavljanjem ili deaktivirati WLAN micanjem kvačice sa opcije Interface Enabled. 


HOMSON ST780 


(user) 
tteme > Hame Ketnork > Interfaces > WLA: Špred Tovh 


. Wireless Access Point - Speed Touch 


T e Configuration 


Network Nome (5SID): 
interface Trga: 

Intertaces j Actual Speedi 
Charasi Selecbrn 
Bego 


Na dnu stranice kliknuti na gumb Apply. 
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SIEMENS SX763 WLAN 


Pristupiti routeru na adresi 192.168.1.1, u lozinku unijeti admin i zatim kliknuti OK. 


Gigaset SX763 WLAN dsl 


? 


Welcome 


You can use this interface to administer 
your device. For your security, the 
configuration program is protected with a 
password. 


Please enter your password: 


SIEMENS 


Pojavljuje se upozorenje da nije promjenjena početna lozinka, samo kliknemo OK. 


Security Advice 


VOwt device asd yoi nedena magri ta sl ma. 


* Žvilam patavtri red 
+ izbaržikc akon sf pout step lota zadarrk vonibia ar not ikanged 
+ rente koa perut node t s nae not activated 


fis rec mrannt ha ru Be Bat rd Sup Vitzara os nane 
ie AGranced Setinge 10 Msiy secure your Gewa 


== 
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Odabrati Advanced Setup kako je pokazano na slici. 


Gigaset SX763 \NLAN dsl 


DI 
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Pristupiti routeru na adresi 192.168.1.1, u korisničko ime unijeti user a u polje password (modem access code) koji se nalazi sa donje strane 
routera. Pod Home Network odabrati Wireless. 


THOMSON TG782i 


B--Com 


i administrator ] tisip 
tleme 


Thomson Gateway 
< Marea 
* Information 
Ta == = 
Sofimare Release: 86.01 
| Momo metwosk | ća Broadband Connection 


* intemeti Conmected 
Toolbox 

o Remote Assistance: Ursatleg 

Game & Application 

s Sharina 

* Fitemali: Dsatled 

* Parental Control 

* Islephonv: Duzatled 

* Address look: Orsabled 


Home Network 
Tel - 


Živjeti zajedno 
HEHEHEHE E EEE EE EEE EEE E OEOEOEOEOEHoEHOE EE OEOEoE E OEOEOEHOEHOEoOEoEoE HEHE KE 


.. m Hrvatski a 
Telekom 


Kliknuti na opciju Configure u gornjem desnom uglu prozora. 


T : «Com» 


( adminsstrator | Overviem | Detaits | tiete 
Romeo Gasovej Home > Home Network > Interfaces > WLAN: Neđestugna_mreza 


Wireless Access Point - Nedostupna_mreza 


Broadband Connecika 


* Configuration 


Tooštox interface Enabled: ves 
Fhyscal Address: ODIZALZIJE: ZAJEB 

tome Network Netnork Nama (5510): Nedogupna_mreza 

S oi imerface Type! SOLtitva 

dea 

kzusl Speed Sa Mops 

Bard: 2.46 Me 

. Šecurity 

Allon Nem Dences: Nem statons are aliumed (astomatcalty) 
Seosrty Mode: wrP 


Aktivirati WLAN stavljanjem ili deaktivirati WLAN micanjem kvačice sa opcije Interface Enabled. 


T + «Com-* 


| momson Gateway | ( administrator ] Qverviem | Detaiks | Configure | Melo 
lteme > Home Network > Interfaces > WLAM: Nedostunna mreza 


Wireless Access Point - Nedostupna_mreza 
* Configuration 


Isterface Enabied: te] 

Pipmcal Address: 00:24:17:3E:1A:E8 

Netork Nama (5510): — [Neđostupna_mreza J 
frtardace Type: [7 1ibig poi 
Acreal Speed: S4 Mbps 

Band: 146m 

Channel Selecta \ Automat '-| 
Regan: turoga 

Channel: u 

Alica mutbcast from [2] 

Broadband Networki 
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ADB (Pirelli) P.RG A4202N 
e Otvorite web preglednik (npr. Internet Explorer), upišite adresu 192.168.1.1 i pritisnite Enter na tipkovnici. 


e —Uotvorenom prozoru pod Username upišite: user, a pod Password upišite podatak SN koji se nalazi na naljepnici sa stražnje strane 
modema. 


SN.: 
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e  Sdesne strane odaberite WiFi ikonu. Nakon toga u polju Name (SSID) upišite željeni naziv bežične mreže. 


ED + 1.4 repsoaraju/noni ooo vlRjbixljecoek oj P- 


ose 0% 
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e  Dabiste zaštitili bežičnu mrežu, u padajućem izborniku Security Mode odaberite \WPA-WPA2. Nakon toga u polju WPA Passphrase 
upišite željenu lozinku i na kraju pritisnite Apply. 


ZEKE, 


Copyright & 2010-2012 A08 Broadband S.p.A. 
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ZTE 931 VII 


Otvorite web preglednik (npr. Internet Explorer), upišite adresu 192.168.1.1 i pritisnite Enter na tipkovnici. 


U otvorenom prozoru pod Username upišite: user, a pod Password upišite podatak SN koji se nalazi na naljepnici sa stražnje strane 
modema. 


ia Wod kao = ora = >|. I) 
m E hitp://19216811/ HSE SU Google P "| 
I Pie Edit View Favorites Tools Help | 
|| e Favorites (6 ZXDSL ZIVE Mo. Ho 2 de + Page Safety ro Tgokse "I 

* 
I ZTEL s....GfB.. du 
i ZXDSL 931VII 


Please login to continue... 


] ' 
đ&- 120% - 


D-SN:ZTEE40NB6P00113 
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Ručno podešavanje bežične mreže (WLAN): 


e —uotvorenom prozoru odaberite Network -> WLAN -> Basic i u otvorenom prozoru u polju Wireless RF Mode odaberite Enabled, a zatim 


pritisnite Submit. 
Status Path:Network-WLAN-Basic Logout 
WAN Wireless RF Mode Enabled [x] 
WLAN Enable Isolation 1! 
Basic Mode  Mixed(802.11b+802.11g+802.11n) +] 
SSID Settings Country/Region China [=] 
sar Band Width | 20Mhz m 


e Nakontoga odaberite Network -> WLAN -> SSID Settings i u polju SSID Name upišite željeni naziv bežične mreže, a zatim pritisnite 


Submit. 
Status Path:Network-WLAN-SSID Settings Logout 
WAN 
WLAN Choose SSID |SSID1 [=] 
Basic Hide SSID 
SSID Settings Enable SSID (7 
PLUTA Enable SSID Isolation |" 
Access Control List 
i i 32 132 
Associated Devices Rodin aK ( ) 
WMM SSID Name MojaMreza (1 e 32 characters) 
WiFi Restrictions Priority |0 [x] 


WPS 
LAN 


Hrvatski Živjeti zajedno 
mogi * EEE EEE EEE EEE EEE EEE EEE E EEE EEE OSE E OEHOEOE OEHOEOEOEHOEOEHOEHOEoEOHEE KE 
Telekom . 


X& 


e  Dabiste zaštitili bežičnu mrežu, obavezno odaberite Network -> WLAN -> Security i u polju Authentication Type preporučujemo odabrati 
WPA/WPA2-PSK. Nakon toga u polju WPA Passphrase upišite lozinku. Na kraju pritisnite Submit. 


Status Path:Network-WLAN-Security Logout 

WAN 
WLAN Choose SSID SSID1 [x] 

Basic Authentication Type | WPA/WPA2-PSK [=] 

nidčižnaski ii WPA Passphrase \UNJXXHMmT 1 (8 « 63 characters) 

Securi 

VE WPA Group Key Update Interval 600 sec 
Access Control List 
WPA Encryption Algorithm |TKIP+AES [x] 


Associated Devices 
WMM 


